
400PEI+ Series LAN Interface setting 

 

 １．Install “NetSetting”.  

Double click “NetworkSettingSetup_BP_enUS.msi” to start installation.     

 ２．Below screen will be shown.  Click  ”Next” to proceed. 

   

 

 

 

 

 

 

 

 

 

 

 



３．Below screen will be shown.  Click ”Next” to proceed. 

 

 ４．Below screen will be shown.  Click ”Next” to proceed. 

 



５．Progress bar will proceed on below screen. 

   

 ６．Below screen will be shown as installation complete.  Click  ”Close” to complete. 

   



７．Configuring LAN interface setting.  

Connect LAN cable to printer and turn power on.  Then double click below icon to  

activate “NetSetting”.  

   

 

 ８．Blow screen will be shown and printer (412PEI+ for this example) will be detected. 

 

 



９．Select printer and click “IP tab” on the upper left.  

 

 １０．Below screen will be shown for password.  

   



１１．Input password  “1111” and click ”OK” button.  

   

 １２．Current setting will be shown on below screen.  

 



１３．Edit setting and click  ”Set” button to change setting.  

 

 

 

 

 

 

 

 

 

 

 



１４．This complete LAN setting.  Click  ”X” button on upper right to close ”NetSetting”.  

 


