400PEI+ Series LAN Interface setting

1. Install “NetSetting”.
Double click “NetworkSettingSetup_BP_enUS.msi” to start installation.

| 5! NetworkSettingSetup_BP_enUS.msi

2. Below screen will be shown. Click ”Next” to proceed.

WARMIMG: Thiz computer program is protected by copyright law and intermational treaties.
IInauthorized duplication or distribution of this pragram, or any portion af it, may result in severe civil
or criminal penalties, and will be prosecuted to the maximum extent pozzible under the law,




3. Below screen will be shown. Click "Next” to proceed.

i NetSetting

Select Installation Folder

The inztaller will ingtall HetSetting to the following folder.

Toinztall in thiz folder, click "Mext”. Taoinstall bo a different folder, enter it below or click “'Browse"".

Eolder:
C¥Program Files¥Godex¥MetSetting Browse. .

Dizk, Cozt....

Ihztall Metsetting for vourself, or for anvone who uses thiz computer:

@ Everpaone

7 Just me

4 . Below screen will be shown. Click "Next” to proceed.

i NetSetting

Confirm Installation

The installer iz ready to install MetSetting on your computer.

Click "Mext' to start the ingtallation.




5. Progress bar will proceed on below screen.

i) NetSetting

Installing NetSetting

MHetSetting iz being installed.

Please wait...

Cancel

6 . Below screen will be shown as installation complete. Click ”Close” to complete.

i) NetSetting

Installation Complete

MHetSetting has been successfully installed,

Click "Cloze" o exit.

Please use Windows Update to check far any critical updates to the MET Frameworl.

Cancel Claze




7.

8.

Configuring LAN interface setting.
Connect LAN cable to printer and turn power on. Then double click below icon to

activate “NetSetting”.

Blow screen will be shown and printer (412PEI+ for this example) will be detected.

&

——

N setting

Search Metwork Printer

& F ¢ |9 (¥ (& |

Flease Select The Printer You Want To Connect /)
Alias Name Serial No. Mac Address IP Address
- i Printer
.. 412PEI+ 000000 00-1D-9A-04-BB-C4 172.16.10.140
- ié; User
- SASAKIMain FC-61-98-87-FA-E2 172.16.10.165

Miscellaneous Information

Binding IP
[7] Enable 192 168 .0 .1 i 9100

MetSetting V1.05, Build Date : 25.12.03 16:14:00




9. Select printer and click “IP tab” on the upper left.

&

Nr.:'hs:-l ting

Search Metwork Printer

& (| F |

@ | % & |5 |

Please Select The Printer You Want To Connect

Alias Mame _Sen'al Mo. _ Mac Address | IP Address
=} i Printer
L 412PEl+ 000000 00-1D-94-04-BB-C4 172.16.10.140
_...'!Af User
| F ‘)
.. SASAKIMain FC-61-98-87-FA-E2 172.16.10.165

M_isce_llar]ec_:us _I n_fq rmatio_n
BOOT :1.005

FW - 412PEl+ T1.DAG (Sep 08 2017 13:36:37-01)

PCE : 248010
STATUS - 00

Binding IP
[] Enable

192 . 168 . 0 . 1 I Port No: [9100

MetSetting V1.05, Build Date : 25.12.03 16:14:00

1 0. Below screen will be shown for password.

DK

,

Please Input Password
(Digit Allowed Only): Length(1~4)

Cancel




1 1. Input password “1111” and click "OK” button.

r e —
Password _

Please Input Password e
(Digit Allowed Only):

Length(1~4)

OK Cancel

1 2. Current setting will be shown on below screen.

&

e —
Nt:'xs:-l ting

IP Setting

& " (o | [% &[5

Printer Name: 412PEl+ Length(1-16)
Port No: 9100 B
Default Gateway: 172 .16 .10 . 100 [x]
Password: 1111 Length(1~4)

Get IP From DHCP Server

e Static IP
IP Address: (172 _ 16 . 10 . 140 [1]
Subnet Mask: 255 . 255 .0 . D 1

Set Refresh




1 3. Edit setting and click ”Set” button to change setting.

&

N-:*. setting
IP Setting

& r o |3 ¥ | |5 |

Printer Mame: 412PEl+
Port No: 9100 =
Default Gateway: 172 .16 .10 . 100 i

Password: 1111

Get IP From DHCP Server

Length(1-16)

Length(1~4)

e Static IP
IP Address: 172 . 16 . 10 . [EI I
Subnet Mask: (255 255 .0 .0 i

Set Refresh




1 4. This complete LAN setting. Click ”X” button on upper right to close "NetSetting”.

&

——

N setting
IP Setting

& F (& |3 (% |&f |5 |

Printer Name: 412PEl+ Length(1-16)
Port No: 18100 =
Default Gateway: 172 .16 .10 . 100 i
Password: 1111 Length{1~4)

Get IP From DHCP Server

e Static IP
IP Address: 172 . 16 . 10 . 150 I
Subnet Mask: 255 . 255 .0 .0 I

Set Refresh




